Renault RN700 certificate

Supplier YACCO 115 Density 854,5
VX 1703 FAP Bwdl
Product name NXH{1CODEAPEWED 116 Open-vesse! flash point 246
YA1048
ACEA A3B4 117 Pour point -30
11 Grade SW-40 118 Copper corrosion 1a
119 Anti-wear properties 036
12 Shear stability 14,0 120 De-airing 26,5
13 HTHS 37 121 Water content <004
. Kinematic viscosity (40°C) 84,4 122 Base ol type & ratio Grp Il / 100%
Kinemalic viscosity (100°C) 14,0 123 TOC Classe 2
15 Noack 8,5 124 MCT 76
Calcium 1800 125 Auto-ignition T° 385
Zine 900
Magneslum 0 21 TUSJP high lemperature deposits PASS
Sulphur 0,20 22 Seq VG low temperalure sludge PASS
Phosphorus 800 23 TU3M cam wear PASS
18
Chlorine 10 24 M111 black sludge PASS
Molybdenum 0 25 M111 fuel economy PASS
Barium 0 28 DV4TD dispersivity PASS
Sllicon 4 27 OMB46 Viscoslty sgabilhy etoli PASS
Boron 80 28 VW DI piston cleanliness & ring sticking PASS (OMB02A)
17 Sulphated Ash [oX:]
18 TAN 25 31 ] Renauil LLR NA
19 TBN 8
RE1 -FPM PASS Renault Registration Data (to be filled by Renault's delegate only)
RE2/99 - ACM PASS g Final Technlcal data (dd/mm/yyyy) 23/04/2010
110
RE3/04 - VMQ PASS 2
E Sample delivery (dd/mm/iyyyy) 23/04/2010
RE4 - NBR PASS
AEM - VAMAC PASS
Foaming Seq1 0/0 ® Certificate serlal number RN0700-10-36
-
111 Foaming Seq2 3 vered on (dd/ : 5d 2
‘oaming Seq. 10/0 l.‘:: Delivered on (dd/mm/yyyy) Aq - ? . [
Foaming Seq3 0/0 § Valid tll (dd/mmiyyyy) //q .03 . Jn /q_
112 Foaming Seq4 50/0 Lstter ref (NDS) 68150-12-11444
113 ccs 6150
114 Pumping limit T° (MRV) -35
Renault; Date, Name, Signature Supplier commitment: Date, Name, Signature
| hereby certify that all data submitted in this form is corect and issues from Renault-approved Independent or
L AD% / % ﬂ’ Renault-certifed (self-agreement process) testing facilies
e 12/05 /807
Jean-Michel TRICHARD
Service 68160
TCR LAB 2 52
Tél. : 01.76.§5.74. _
Fax : 01.76. Q.FLB.
. t
A 31% i o3 . /'
;98 qts L./ 1




